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150 éve, 1870-ben adtak at az
akkor Buda Hegypa yanak nevezett
sk ét.

The Buda Castle Funicular, pre-
viously called Buda Hill Railway was
inaugurated 150 years ago, in 1870.

1986-ban ndut Gjra a koz ekedés
az Ujjaépitett Budavar S k on.
Traffic was restarted on the rebuilt
Buda Castle Funicular in 1986.

A norma nyomtavd, 30 fokos haj-
asszogd, 50 méteres sz nteme ke-
dést ekiizd6 pa ya hossza 95 méter
ett.

The length of the normal-gauge,
30-degree slope, with a 50-meter
elevation was 95 meters in the end.

1987 6ta az UNESCO V agorokség
stajan s szerepe .

It has been on the UNESCO World
Heritage List since 1987.

150 éves a Budavari Siklo

150 éve, 1870-ben adtak at az akkor Budai Hegypalya-
nak nevezett siklét, a vilag masodik hasonlé kozlekedé-
si eszkozét. Epitését Széchenyi Odon  grof Széchenyi
Istvan fia kezdeményezte. Budapest egyesitése, a ki-
egyezés és az azt kovetd varosfejlesztési tervek kedvez-
tek a vallalkozas megvaldsulasanak, amelynek f6 célja a
Varban m(ik6dé hivatalok és szinhaz egyszeribb elérése
volt. Jaruszek Odon terveit Wolfahrt Henrik mddositotta,
majd az 1868 nyaran elkezdett kivitelezés iranyitasat is
6 vette at. A Lanchid budai hidféjénél kijelolt palya alsé
végén egy impozans inditocsarnokot, felsé alloma-
san egy egyszeriibb kiviteli fogaddépiiletet emeltek.
A normal nyomtavd, 30 fokos hajlasszogi, 50 méteres
szintemelkedést lekiizd6 palya hossza 95 méter lett. A
g6zenergiaval miikodd, Bécshen késziilt kocsik harom

nyolc-nyolc férdhelyes  Iépcsdzetesen elhelyezett
fiilkébdl alltak, és egy drotkotéllel ingaként osszekotve
kozlekedtek.

150 years of Buda Castle Funicular

The Buda Castle Funicular, previously called Buda Hill
Railway, was inaugurated 150 years ago, in 1870 as
the second such means of transport in the world. The
construction was initiated by Odén Széchenyi, son of
Count Istvan Széchenyi. The fusion of Buda and Pest,
the Compromise and the subsequent urban development
plans helped the realization of the initiation, which ai-
med a simpler approach to the ministries, offices and the
Castle Theatre in the Castle.

The plans were created by Odén Jaruszek and modified
by Henrik Wolfahrt, who later directed the constructi-
on works, too, which started in 1868. The construction
site of the Hill Tracks was appointed at the Chain Bridge
abutment on Buda side. At the lower end of the tracks,
located at the Buda abutment of the Chain Bridge, a lar-
ge, impressive hall was built, and a simpler reception
building at the upper station. The length of the nor-
mal-gauge tracks, with 30-degree slope and a 50-meter
elevation, was 95 meters. The steam-powered vehicles
were manufactured in Vienna. The carriages consisted
of 3 tiered cabins with the capacity of eight passengers
each, and they were joined together with two wire ropes
running like a pendulum.




